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Designed to blend seamlessly into the landscape, this

fixture delivers powerful, uniform illumination for vertical

surfaces like walls, facades, and architectural features.

Engineered for durability and performance, it creates

striking visual effects while staying discreetly recessed.

Built with a robust housing and high ingress protection,

it ensures reliable outdoor operation in all weather. A

wide beam spread offers smooth, even lighting that

enhances textures with minimal glare.

Ideal for landscape lighting, building perimeters, and

pathway borders—combining functionality with a sleek,

elegant finish.

• Durable and sturdy

• 60W to 200W noise-free and flicker-free drivers,

TRIAC/120V, DALI, or 1-10V/100-277V

• True color – 80 CRI, produces outstanding

illumination

DESCRIPTION

OVERVIEW

IP68

Projec t Name

Type

Location

Quantity

Date

Job Inform ation

IK10

PERFORMANCE

MODEL NAME LS-LR-03

POWER CONSUMPTION(±10%) 7 W 14 W 21 W

INPUT VOLTAGE 24 VDC

LUMINOUS FLUX (±10%) 210 LM 420 LM 630 LM

EFFICACY(4000K RA80) 30 LM/W 30 LM/W 30 LM/W

LENGTH 324MM 624MM 1000MM

DIMMING TRIAC/0-10V/DALI

CCT 2700K/3000K/4000K/AMBER

CRI 80

BODY MATERIAL

FINISH SILVER

IP RATING IP68

IK RATING IK10

OPERATING TEMPERATURE -20°C TO + 55°C(-4°F TO 131°F)

LIFESPAN OF LED @TA=25°C 50000 HRS

WARRANTY 5 YEARS

DIE CASTING ALUMINUM, CLEAR GLASS LENS
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PRODUCT ORDERING GUIDE 

Voltage:  24 VDC

FEATURES

Clear glass lens diffuser, asymmetrical distribution.

.

Electrical

Optics 

CRI

CCT

The powder-coated finish ensures a uniform appearance,

offering long-term durability and superior aesthetics.

With an 80 color rendering index (CRI), this product

delivers outstanding illumination, featuring tight

chromatically specifications and a precise color binning

process to ensure consistency in CRI and CCT.

LED System
cETL listed for wet locations

Environment & Certifications

Finish

Available in RGBW, or single CCT: 2700K, 3000K, and

4000K, with excellent color consistency.

5 years limited warranty

Warranty

Die-cast aluminum housing ensures durability and efficiency,

Heat tempered transparent glass lens provides higher

efficiency.

Housing Material

EXAMPLE: LS-LR-03-14W-2700-80-V

SERIES WATTAGE(W) CCT CRI DIMMING

LS-LR-03 7W 2700 80 T: TRIAC

14W 3000 V: 0-10V

21W 4000 D: DALI

http://www.premierlight.ca


LS-LR-03
LANDSCAPE LINEAR LIGHT SPECIFICATIONS

3740 William St, Burnaby, BC V5C 3H7 

@PREMIER Lighting. All right reserved. Product design and development is an ongoing process by PREMIER Lighting. We reserve the right to 
change specifications. Contact PREMIER for the latest product information or visit www.premierlight.ca for more.

Phone: +1 (604) 294-2334 Toll free: +1 (877) 294-2334 Fax: +1 (604) 294-2126

Last update: October 13, 2025

of  4Page 3

http://www.premierlight.ca


LS-LR-03
LANDSCAPE LINEAR LIGHT SPECIFICATIONS

3740 William St, Burnaby, BC V5C 3H7 

@PREMIER Lighting. All right reserved. Product design and development is an ongoing process by PREMIER Lighting. We reserve the right to 
change specifications. Contact PREMIER for the latest product information or visit www.premierlight.ca for more.

Phone: +1 (604) 294-2334 Toll free: +1 (877) 294-2334 Fax: +1 (604) 294-2126

Last update: October 13, 2025

of  4Page 4

INSTALLATION MANUAL
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